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INTRODUCTION  
The Lake County Evacuation Study provides an 
assessment of potential evacuation routes and locations 
throughout Lake County. This study evaluates the 
capacity, safety, and viability of evacuation infrastructure 
under multiple hazard scenarios to identify areas of 
vulnerability and recommend improvements to strengthen 
evacuation resilience. By analyzing how the county's 
transportation network performs during evacuations, this 
study is a resource to support evacuation planning efforts 
and transportation infrastructure investments. The study 
fulfills requirements established in California Government 
Code Section 65302.15 (authorized by Assembly Bill 747 
and Assembly Bill 1409), which requires the evaluation of 
evacuation routes and location capacity, safety, and viability under a range of hazard scenarios, and 
Section 65302(g(5) (enacted through Senate Bill 99), which mandates evaluation of evacuation-
constrained residential developments in hazard areas . 

This report includes background information on Lake County's emergency evacuation history and planning 
area, the methodology used to evaluate evacuation constrained residential areas and evacuation capacity, 
safety, and viability, detailed findings for under five hazard scenarios, and policy recommendations for 
integrating strategies into the General Plan Health and Safety Element and ongoing emergency 
management efforts. This Evacuation Study builds on the Evacuation Routes, Locations, and Hazards 
Scenarios Memo prepared in October 2024 (Attachment C-1) and the Bandwidth Capacity Plot Memo 
prepared in November 2024 (Attachment C-2).  

The Evacuation Study Area encompasses the unincorporated areas of Lake County and the incorporated 
cities of Clearlake and Lakeport. As shown on Figure C-1, the Lake County General Plan divides the county 
ŔŰƣŸШĲŔŊőƣШxŸĦċũШ ƖĲċƚЮШÑőĲШƚƣƨĬǃШĲǂċůŔŰĲƚШƓŸƣĲŰƣŔċũШĲƻċĦƨċƣŔŸŰШƖŸƨƣĲƚШċŰĬШũŸĦċƣŔŸŰƚШƚĲƖƻŔŰŊШƣőĲШĦŸƨŰƣǃќƚШ
approximately 68,000 residents. 

Adaptation Planning Grant Program 

The Lake County Evacuation Study was 
funded through the GovernorΩs Office of 
Land Use and Climate InnovationΩs 
Adaptation Planning Grant Program, 
which provides communities with the 
resources to identify climate resilience 
priorities and supports the development 
of a pipeline of climate resilient 
infrastructure projects across the state. 
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Figure C-1 Lake County Evacuation Study Area and Local Areas 
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History of Emergency Evacuation in Lake County 

Lake County experienced numerous emergency evacuations, primarily due to catastrophic wildfires that 
have burned approximately 70 percent of the county's landmass since 2015.1 The county's geography, with 
Clear Lake at its center and steep mountainous terrain surrounding much of the populated areas, creates 
unique evacuation considerations when hazards occur.  

Recent significant evacuation events include: 

Rocky Fire/Jerusalem Fire (July to August 2015): The Rocky Fire started east of Clearlake from a faulty gas-
powered water heater. It burned 69,438 acres and destroyed 43 homes after merging with the Jerusalem 
Fire that was burning at the same time.2 Together, these fires prompted evacuations across the eastern 
Lake County communities of Lower Lake, Morgan Valley, Jerusalem Valley, and parts of Hidden Valley, with 
local high schools opening as evacuation shelters, including Middletown High School.3 Evacuees used 
State Route 29 and State Route 53 as primary evacuation routes, with many reporting significant 
congestion as multiple communities evacuated simultaneously.4 The complex geographical relationship 
between these two fires complicated evacuation efforts, because routes changed as the fire boundaries 
shifted and eventually merged.5 

Valley Fire (September 2015): One of the most destructive wildfires in county history, the Valley Fire spread 
rapidly from Cobb Mountain to Middletown and Hidden Valley, burning 76,067 acres; destroying nearly 
2,000 buildings, including 1,280 homes; and ultimately kill ing four people. The fire spread from 50 acres to 
over 10,000 acres within hours due to extreme fire conditions and high winds. Evacuations were hampered 
by limited notification time, congested roadways, and power outages affecting communications. However, 
evacuation shelters were established at Kelseyville Presbyterian Church and Napa County Fairgrounds in 
Calistoga.6 Major evacuation routes included State Route 29 through Middletown and State Route 175 from 
Cobb Mountain, which experienced significant congestion.7 Many residents reported dangerous travel 
conditions due to low visibility and approaching flames.8  

Clayton Fire (August 2016): Starting in Lower Lake, this fire prompted widespread evacuations throughout 
the Lower Lake area and portions of the city of Clearlake and destroyed 189 homes. The arson-caused fire 
initially threatened the historic downtown area before spreading into residential neighborhoods. 
Evacuation orders affected approximately 4,000 residents, with emergency shelters established at Twin 
Pine Casino, Kelseyville High School, and Seventh Day Adventist Church in Lakeport. Roadways 
experienced heavy traffic during the evacuation, including State Route 53 north toward Clearlake and State 
Route 29 south toward Kelseyville.9  

Mendocino Complex Fire (July to September 2018): The Ranch and River Fires, collectively known as the 
Mendocino Complex Fire, became the largest wildfire complex in California history at the time, burning 
459,123 acres across four counties, including significant portions of Lake County. The fire prompted 
evacuations across multiple communities, including Upper Lake, Nice, Lucerne, the City of Lakeport, 
unincorporated North Lakeport, Scotts Valley, Kelseyville, Big Valley, and other portions of the East Lake 
Communities and north shore region. Evacuation shelters were established at Lower Lake High School, 
Twin Pine Casino, Middletown High School, Middletown Middle School, Mountain Vista Middle School, and 
Colusa County Veterans Hall.10 Many residents experienced multiple evacuations as the fire lines shifted 
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and expanded over several weeks, creating prolonged displacement for many community members. 
Evacuations were complicated by the fire's massive scale, which limited available evacuation routes as 
the fires surrounded communities from multiple directions.11 The fires destroyed 157 homes in Lake 
County. 

Cache Fire (August 2021): This fast-moving fire in the city of Clearlake prompted rapid evacuations of 
mobile home residents and nearby neighborhoods, with an estimated 1,600 residents evacuated. Some 
residents reported having only minutes to gather belongings before fleeing, and emergency shelters were 
established at Clearlake Senior Center and Kelseyville High School.12 The Cache Fire destroyed 83 
structures, including 56 homes and 26 outbuildings, many in the Cache Creek Mobile Home Park.  

February 2017 Storms: Severe atmospheric river events in February 2017 caused extensive flooding 
throughout Lake County, with Clear Lake rising to flood stage and remaining there for a month. The 
prolonged flooding led to mandatory evacuations in parts of the City of Lakeport as lakefront properties 
became inundated. Multiple roadways were closed due to flooding, including Lakeshore Boulevard in 
Lakeport, Nice-Lucerne Cutoff, Keys Boulevard, St. Francis Drive, and Lands End Drive, limiting evacuation 
options for affected residents. Additional roads throughout the county were temporarily closed due to 
landslides, slip-outs, and debris, further constraining the transportation network during evacuation 
operations. The flooding caused an estimated $5 million to $7 million in damage to County-maintained 
roads alone, with total damages to the City of Lakeport reaching millions of dollars. No deaths or injuries 
were reported in Lake County. 13 

Based on these previous evacuation events, common challenges reported by residents during these 
evacuations included:  

¶ Limited notification time during fast-moving events.  
¶ Congestion on major evacuation routes.  
¶ Uncertainty about evacuation routes and shelter locations.  
¶ Challenges with evacuating pets and livestock. 
¶ Communication difficulties during power outages.  
¶ Hardships for older adults, those with disabilities, and those lacking accessible transportation options. 

Lake Area Planning Council conducted a countywide survey from August 2024 through January 2025 to 
support the Lake Area Planning Council's Wildfire Evacuation and Preparedness Plan. The survey collected 
responses from 304 participants across Lake County communities. Key feedback from residents regarding 
evacuation experiences and concerns included: 

¶ Most respondents (60.9 percent) rated their personal preparedness for wildfire evacuation as "Good" 
or "Excellent," while 39.1 percent acknowledged their preparedness as "Fair" or "Needs Improvement." 

¶ A significant majority (90 percent) of respondents indicated they would rely on personal vehicles for 
evacuation, with only 2 percent planning to use public transit and 2 percent requiring assistance. 

¶ When asked about evacuation support and resources needed, respondents prioritized emergency 
alerts and warnings as their top concern, followed by shelter/housing assistance, pet 
accommodations, and assistance for the elderly. 
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¶ Common evacuation route concerns identified by respondents included traffic bottlenecks at key 
intersections (particularly along State Routes 20, 29, and 53), narrow roads unable to accommodate 
two-way traffic during emergencies, and one-way-in/one-way-out neighborhoods with limited egress 
options. 

¶ Respondents highlighted several specific evacuation challenges, including poorly maintained roads, 
lack of notification systems in areas with limited cell service, and limited route alternatives when 
primary evacuation corridors become congested or blocked. 

This community feedback provides valuable insight into the lived experience of Lake County residents 
during evacuations and helps identify specific areas for improvement in evacuation planning and 
infrastructure.  

Lake County Evacuation Network 

Lake County's evacuation network relies primarily on the state highway system, with four main corridors 
serving as potential evacuation routes, as shown on Figure C-2, although the recommended evacuation 
routes in any given situation will depend on the specifics of the emergency and be determined at the time 
of the emergency event by incident command.  

¶ State Route 20 traverses east-west through the county, connecting to Highway 101 in the west and 
State Route 16 and Interstate 5 to the east, and provides the main route along Clear Lake's northern 
shore between Colusa County and Mendocino County, traveling through Clearlake Oaks, Lucerne, 
Nice, and North Lake communities.  

¶ State Route 29 runs north-south through the county on the west side of Clear Lake, connecting 
southern communities like Hidden Valley Lake and Lower Lake to Kelseyville, Lakeport, and Upper 
Lake, where it merges with State Route 20.  

¶ State Route 53 connects Clearlake to Lower Lake and provides access to State Route 29 west and 
south and State Route 20 to the north.  

¶ State Route 175 connects Middletown to Cobb Mountain and north to Lakeport, then traverses west to 
Mendocino County, where it connects to Highway 101.  

¶ State Route 281 runs along Soda Bay Road from near the southern shore of Clear Lake to State Route 
29 in Glenview. 

¶ Several county roads also serve as critical evacuation routes, including Scotts Valley Road, Butts 
Canyon Road, Morgan Valley Road, Seigler Canyon Road, Soda Bay Road, and Spring Valley Road. 

The county's geography creates natural constraints for evacuation; Clear Lake occupies the central portion 
of the county, limiting east-west travel to routes around its northern and southern shores. As shown on 
Figure C-2, there are only four state route access points connecting the county to the surrounding regionу
State Route 20 east to Colusa County, State Route 29 south to Napa County, and State Route 20 and State 
Route 175 west to Mendocino County. Additionally, the mountainous terrain throughout much of the 
county limits alternative routes in many areas.  
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Figure C-2 Potential Evacuation Routes in Lake County 
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Lake County's population includes several demographic groups that may face greater challenges during 
evacuation scenarios. According to American Community Survey data, approximately 25 percent of the 
county's population is 65 years or older, 21 percent of residents have a disability, and 9 percent of 
households lack access to a vehicle.14 These and other vulnerable populations may require additional 
assistance or accommodations during evacuation events. The county also experiences significant 
seasonal population fluctuations due to tourism, particularly during summer months, and visitors may be 
unfamiliar with local evacuation protocols and routes.  

Lake County uses the Genasys Protect platform (formerly Zonehaven) to manage evacuations during 
emergencies. The system divides the county into pre-established zones to enable targeted LakeCoAlerts 
and provide clear geographic boundaries for emergency communications. This approach represents a shift 
toward more dynamic evacuation management that can respond to real-time conditions rather than 
relying solely on predetermined evacuation routes and assembly points. During an emergency, officials 
can issue LakeCoAlerts by zone, and residents can view real-time evacuation status information for their 
zone through the platform's public interface. As shown on Figure C-3, the Genasys Protect zones are based 
on a combination of factors, including geographic features, road networks, natural hazard risks, 
community layout, and population size, with the more populated areas of Lakeport and Clearlake having 
smaller zones than rural areas like Middletown, Lucerne, or North Lake communities. Genasys Protect is 
free to access by any member of the public through the Know Your Zone platform 
(https://protect.genasys.com/location?search=true&z=9.35563161491424&latlon=39.075169311905995
%2C-122.53275822930397). There is no requirement to sign up or log in; however, access to the internet is 
required.  

Lake County has also implemented several programs to enhance evacuation readiness and response. The 
Lake County Sheriff's Office maintains LakeCoAlerts (Everbridge) as the primary emergency alert 
notification system that can send alerts via text message, phone call, and email to registered residents. 
The cities of Clearlake and Lakeport coordinate similar emergency alert systems. These systems use the 
Genasys Protect zones to target geographic areas for evacuation notices and provide critical safety 
information during emergencies. The County also delivers emergency alerts via the Integrated Public Alert 
and Warning System or iPAWSуmessages that reach cell phones based on location during both weather 
and non-weather emergencies. Through this system, alerts may also be disseminated via the Emergency 
Alert System, reaching AM/FM radio, broadcast TV, and cable systems in coordination with federal and 
State partners. Additionally, the County maintains Ready.LakeCountyCA.gov as a comprehensive online 
readiness platform that encourages simple steps to prepare for all hazards and is used by multiple 
agencies in social media campaigns and other outreach efforts. 

https://protect.genasys.com/location?search=true&z=9.35563161491424&latlon=39.075169311905995%2C-122.53275822930397
https://protect.genasys.com/location?search=true&z=9.35563161491424&latlon=39.075169311905995%2C-122.53275822930397
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Figure C-3 Genasys Zones 
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Regulatory Framework 

This Evacuation Study is intended to comply with two State regulations, California Government Code 
Section 65302.15 and Section 65302(g)(5), that mandate local general plan safety element updates to 
evaluate potential  evacuation routes and evacuation-constrained residential areas. Together, these 
regulatory requirements create a robust framework for assessing evacuation challenges and developing 
policies to enhance community safety during emergency events. 

Assembly Bill 747 (2019), codified in California Government Code Section 65302.15, requires the safety 
element to identify evacuation routes and evaluate their capacity, safety, and viability under a range of 
emergency scenarios. This law took effect on January 1, 2020, and requires local governments to address 
evacuation planning during the next revision of their local hazard mitigation plan after January 1, 2022. The 
law specifically requires consideration of scenarios that are most likely to trigger an evacuation and those 
that may cause an evacuation of the greatest number of people. Further amendments through Assembly 
Bill 1409 (2021) expanded these requirements to include assessment of evacuation locations in addition to 
evacuation routes.15 

Senate Bill 99 (2019), codified in Government Code Section 65302(g)(5), established requirements for 
identifying residential developments in hazard areas that lack adequate evacuation access. This provision 
requires that upon each revision of the housing element, the safety element shall be reviewed and updated 
to identify residential developments in any hazard area that do not have at least two emergency evacuation 
routes.16 This requirement aligns with similar provisions in Public Resources Code Section 4290.5, which 
directs the Board of Forestry and Fire Protection to identify existing subdivisions in wildfire-prone areas 
that lack secondary egress routes. 

Evacuation Planning in Lake County 

This Evacuation Study builds upon and complements several recent and ongoing evacuation planning 
efforts in Lake County. 

The Soda Bay Corridor Evacuation Plan, prepared in 2024 by the County of Lake and the Konocti Fire Safe 
Council, presents evacuation procedures and recommendations for the Soda Bay Corridor, including the 
communities of Finley, Soda Bay, Riviera Heights, Buckingham, Riviera West, and Kelseyville Riviera. This 
plan focuses on short-term disaster preparedness and outlines improvements for future evacuation 
needs, including roadway evaluations, emergency communications, and vulnerable population 
considerations. The plan includes assessment of the roadway network, primary and secondary routes, 
potential pinch points, single-access areas, and mitigation strategies. The Soda Bay Corridor Evacuation 
Plan provides detailed, neighborhood-level analysis for a specific high-risk area.17  

The Lake Area Planning Council is leading the development of a comprehensive Wildfire Evacuation and 
Preparedness Plan with an anticipated completion date in October 2025. This plan includes coordination 
with project partners and public outreach to support preparation of a fire vulnerability assessment, 
evacuation and preparedness analyses, and an evacuation plan. The planning process includes extensive 
community engagement through a Technical Advisory Group, public workshops, and key agency 
interviews. The Wildfire Evacuation and Preparedness Plan will provide more detailed operational 
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guidance for implementing evacuations during wildfire emergencies; this Evacuation Study primarily 
assesses physical infrastructure capacity and safety for multiple hazards.18  

Several large development projects in Lake County, including the Guenoc Valley Mixed-Use Planned 
Development Project, have conducted project-specific evacuation assessments to analyze evacuation 
capabilities and needs for new development.19 These project-level assessments include detailed 
evacuation time estimates, analyzing how long it would take residents to evacuate under various 
emergency conditions. The Guenoc Valley assessment included development of a third evacuation route, 
revised roadway plans eliminating dead-end segments over one mile, and designation of five temporary 
refuge areas with an on-site Emergency Response Center staffed by wildfire experts. These studies focus 
on the specific project area and immediate surroundings, evaluating how the proposed development 
would affect local evacuation capacity and identifying necessary improvements. The detailed evacuation 
timing analysis at the project level provides specific quantitative data for development review, and this 
countywide Evacuation Study provides a broader context for understanding how these project areas fit into 
the larger evacuation network. 

The County's Emergency Operations Plan contains specific annexes for various hazards, including 
wildfires, floods, and severe weather events. These annexes outline agency roles and responsibilities 
during evacuation operations and establish coordination mechanisms for multi-agency response. The plan 
establishes priorities, responsibilities, and coordinated response operations for major incidents, including 
those requiring evacuation.20  

This Evacuation Study will build upon these existing efforts by providing a countywide assessment of 
evacuation infrastructure capacity, safety, and viability under multiple hazard scenarios. The findings will 
more immediately inform the 9ŸƨŰƣǃќƚШƨƓĬċƣĲШŸŉШƣőĲШHealth and Safety Element and can be incorporated 
into ongoing operational evacuation planning by County agencies and community organizations and future 
Safety Element Updates for the City of Lakeport and the City of Clearlake.
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METHODOLOGY 
This section describes the methods used to conduct the Evacuation Study, including data collection; the 
analysis of evacuation-constrained residential parcels; and the evaluation of ƖŸƨƣĲƚќ capacity, safety, and 
viability under five emergency scenarios. The methodology follows guidance provided in the Draft 
Evacuation Planning Technical Advisory (2023) prepared by the California Governor's Office of Land Use 
and Climate Innovation (formerly Office of Planning and Research). This advisory document provides 
guidance to local governments on how to analyze evacuation infrastructure and meet Government Code 
requirements. The Technical Advisory outlines three key criteria for evaluating evacuation routes and 
locations to meet Assembly Bill 747 requirements: capacity, safety, and viability.  

 

Capacity
The ability of transportation 

infrastructure and resources to support 
evacuees and responders during 
emergency scenarios, including 

roadway capacity, transit options, and 
fuel availability.

Safety
The degree to which evacuation 

routes and locations are 
vulnerable to hazards that may 
render them unusable, such as 

structural failure, route 
inundation, falling debris, or 

limited visibility.

Viability
Whether transportation 

infrastructure and services can 
reasonably enable populations 

to leave a risk area within 
required timeframes, 

considering both capacity 
constraints, safety 

considerations, and other 
factors.

AB 747 
Evacuation 

Study 
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Evacuation-Constrained Residential Parcels Analysis 

To identify evacuation-constrained residential parcels per Government Code Section 65302(g)(5), a 
comprehensive geospatial analysis examined all residential parcels in the unincorporated county and the 
cities of Clearlake and Lakeport. The analysis focused on identifying residential developments that do not 
have access to at least two emergency evacuation routes or are farther than one mile from a potential 
evacuation route, particularly those in designated hazard areas. 

First, the project team confirmed potential major evacuation routes throughout the county using county, 
city, and State transportation data. These routes include State Route 20, State Route 29, State Route 53, 
and State Route 175 as well as major County and City roads that could serve as primary evacuation routes 
during an emergency. The team developed this designation of evacuation routes through analysis of 
roadway capacity data and consultation with local emergency management officials and transportation 
planners. 

Next, the team identified all residential parcels using existing land use information from County, City of 
Clearlake, and City of xċťĲƓŸƖƣќƚ general plan land use maps. Parcels designated to allow for residential 
uses in the land use maps were included in the analysis, regardless of whether they were currently 
developed or vacant. 

The project team then included a "closest facility relationship" between the intersections of the evacuation 
routes and all residential parcels. This geospatial analysis measured the distance from each residential 
parcel to the nearest intersection with an evacuation route, providing a quantitative assessment of 
evacuation access. 

Using this data, the project team identified all residential parcels that are either: 

1. More than one mile from an intersection with a potential evacuation route, or 
2. On a single-access road with only one ingress and egress point, regardless of their distance to an 

evacuation route. 

The team selected the one-mile threshold based on the rural nature of the county and reasonable travel 
distances during evacuation events, particularly for vulnerable populations who may have limited mobility 
or transportation options. To identify parcels on single-access roads, the project team examined road 
network connectivity and identified dead-end streets, cul-de-sacs, and neighborhoods served by only one 
access point.  

Finally, the project team overlaid mapping data of evacuation-constrained residential parcels with wildfire, 
flooding, and landslide hazard data to identify which constrained parcels are within designated hazard 
zones. Hazard data included Fire Hazard Severity Zones designated by CAL FIRE (Very High, High, and 
Moderate zones in both State Responsibility Areas and Local Responsibility Areas , 100-year and 500-year 
flood zones as designated by the Federal Emergency Management Agency and the California Department 
of Water Resources, and landslide hazard areas with California Geological Survey Landslide Susceptibility 
Classes of seven or higher in both the unincorporated Lake County and Cities of Clearlake and Lakeport. 
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The resulting maps in the Results and Key Findings, Evacuation-Constrained Residential Parcels section 
identify evacuation-constrained residential parcels throughout the Evacuation Study Area, highlighting 
areas where evacuation challenges may be particularly acute due to limited access and hazard exposure.  

AB 747 Evacuation Analysis 

The Evacuation Study considers five hazard scenarios, three covering wildfire and one each for flooding 
and landslides. These hazard scenarios have different likelihoods and potential movement, affecting 
different areas of the county. Staff from the 9ŸƨŰƣǃќƚШCommunity Development Department and the 
ÉőĲƖŔŉŉќƚШ§ŉŉŔĦĲШŸŉШEůĲƖŊĲŰĦǃШÉĲƖƻŔĦĲƚ confirmed the five hazard scenarios in coordination with the 
9ŸƨŰƣǃќƚШĦŸŰƚƨũƣċŰƣƚШŉŸƖШƣőĲШ]ĲŰĲƖċũШÂũċŰШupdate. These scenarios are presented on Figure C-4 and 
described in this section. 

This evacuation analysis is primarily qualitative in nature and evaluates the capacity, safety, and viability of 
potential evacuation routes and locations under each scenario. The assessment uses geospatial analysis 
to overlay hazard data with evacuation infrastructure, identifies potential bottlenecks through existing 
traffic volume-to-capacity ratios, and examines how different emergency scenarios could affect 
evacuation operations. The results provide insight into which evacuation routes and locations may be 
compromised under specific hazard conditions and identify areas where improvements may be needed to 
enhance evacuation outcomes. 

Figure C-4 Evacuation Scenarios 

 

Scenario 1: Wildfire (Ranch Fire/Mendocino Complex Fire Scenario) 

Scenario 1 assumes that communities in the wildfire perimeter of the Ranch Fire/Mendocino Complex Fire 
need to evacuate, as shown on Figure C-5. The fire would start west of Upper Lake and move northeast and 
southeast. This scenario will evaluate the potential evacuation routes and shelters within this historic 
wildfire perimeter.  

Scenario 1              
Ranch Fire/Mendocino 
Complex Fire Scenario

Scenario 2               
Valley Fire Scenario

Scenario 3              
Rocky Fire/Jerusalem 

Fire Scenario

Scenario 4         
Flooding

Scenario 5      
Landslides
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Scenario 2: Wildfire (Valley Fire Scenario) 

Scenario 2 assumes that communities in the wildfire perimeter of the Valley Fire need to evacuate, as 
shown on Figure C-5. The fire would start near the community of Cobb and spread through Middletown and 
Whispering Pines and areas in the south end of Hidden Valley Lake. This scenario will evaluate the 
evacuation areas in these wildfire hazard areas and the evacuation routes. 

Scenario 3: Wildfire (Rocky Fire/Jerusalem Fire Scenario) 

Scenario 3 assumes that communities in the wildfire perimeter of the Rocky Fire/Jerusalem Fire need to 
evacuate, as shown on Figure C-5. The fire would start on Morgan Valley Road and move northwest, west, 
and southwest toward Clear Lake. This scenario will evaluate the evacuation areas in these wildfire hazard 
areas and the evacuation routes. 

Scenario 4: Flooding (Floodplains) 

Scenario 4 assumes that floods are localized and may occur anywhere within floodplains in the county. It 
also assumes the network of all potential evacuation routes in floodplains of the county may be at risk. The 
hazard areas for a flooding scenario will be informed by both 100-year and 500-year floodplains, as 
mapped by the Federal Emergency Management Agency and California Department of Water Resources. 
Flood hazards in Lake County are attributable to three sources: creeks, lakes, and dam failures. The 
floodplain is the most extensive along Scotts, Cache, Adobe, Putah, Cole, Middle, Copsey, and Kelsey 
Creeks. Lake flooding poses the greatest threat to the lakeshore communities around Clear Lake, Lake 
Pillsbury, Blue Lakes, and the area near Indian Valley Reservoir. The county has experienced several floods 
along the shorelines of Clear Lake due to the slow drainage capacity of Cache Creek. Figure C-6 shows the 
100- and 500-year flood zones in Lake County.  

Scenario 5: Landslides 

Scenario 5 assumes that landsides are localized in nature and may occur anywhere within landslide 
susceptibility areas in the county. It also assumes the network of all potential evacuation routes in 
landslide susceptibility areas of the county may be at risk. The hazard area for the landslide scenario is 
informed by landslide susceptibility classes as mapped by the California Geological Survey, with a focus 
on areas Class 7 or above for landslide susceptibility. The California Geological Survey uses a 
classification system ranging from Class 1 (lowest susceptibility) to Class 10 (highest susceptibility) to 
indicate the relative likelihood of landslide occurrence. Class 7 and higher classifications represent areas 
with high to very high landslide susceptibility, where slope instability and earth movement are most likely 
to occur. Figure C-7 illustrates areas in the county that are most susceptible to landslides.  

The evacuation analysis method for wildfire is different from the method used for flooding and landslides. 
This difference is primarily because the geographic spread of impacts and the associated number of 
people who would need to evacuate immediately during a wildfire could be much larger than during a 
landslide or flood event. Because of the more localized nature of landslides and floods compared to 
wildfires in California, the possible evacuation "network" for a landslide or flood event is specific to its 
local area, and recommendations for evacuation in one local area or community are not necessarily 
relevant for other areas or communities. 
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Figure C-5 Historic Wildfire Perimeters in Lake County 
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Figure C-6 Flood Hazard Zones in Lake County 
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Figure C-7 Landslide Susceptibility Areas in Lake County 
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Evaluating Capacity 

The capacity assessment focused on evaluating the ability of transportation infrastructure and resources 
to support evacuees and responders during emergency scenarios, including roadway capacity for personal 
vehicles, emergency vehicles, and transit.  

The capacity evaluation was supported by the Bandwidth Capacity Plot Memo (Attachment C-2), prepared 
by Fehr & Peers in November 2024. The assessment used the Lake-Mendocino Travel Demand Model (or 
travel demand model), released in late 2023, to generate љĤċŰĬƽŔĬƣőњ plots that represent the ratio of 
traffic volume to capacity under base year (2019) conditions. 

The project team identified roadway segments with typical weekday morning (AM) peak hour and 
afternoon/evening (PM) peak hour volume-to-capacity (V/C) ratios between 0.8 and 2.0. These segments 
represent potential bottlenecks that could impede evacuation operations when traffic volumes increase 
during emergency events. 

The capacity assessment categorized roadway segments into four classifications based on their V/C 
ratios, shown in Table C-1. The capacity assessment evaluated local arterial roads, local collector  roads, 
and State highways, as these roadways serve as the primary evacuation routes during an emergency. Local 
roads were generally excluded from the analysis except when they provide primary access to an area with 
limited egress options. 

Table C-1 Volume-to-Capacity Classification 

Volume-to-
Capacity Ratio Description 

V/C ratio less than 0.8 Below capacity  Speeds at or near posted limits 

V/C ratio between 0.8 
and 1.0 Near capacity  Speeds may drop below posted limits during peak hours 

V/C ratio between 1.0 
and 1.2 

At or just over 
capacity  

Speeds drop below posted limits and delays may be 
severe 

V/C ratio between 1.2 
and 2.0 

Well over 
capacity 

Speeds drop substantially below posted limits and delays 
create unreliable travel times) 

For each of the five emergency scenarios, the capacity assessment identified roadway segments that 
could be potential bottlenecks or cause delays in evacuation. The assessment examined how normal 
traffic patterns and roadway capacity would be affected by evacuation traffic under different hazard 
conditions. This included analyzing how factors such as number of lanes, roadway alignment, weather 
conditions, and bottlenecks would influence evacuation operations. The project team evaluated fuel 
availability by identifying existing fuel stations along evacuation routes and near critical facilities . The 
assessment considered the availability of both conventional fuels and electric vehicle charging 
infrastructure at these locations. 
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This classification system allows for qualitative assessment of how roadway performance would impact 
evacuation operations. The analysis specifically notes that segments with a V/C ratio of 1.0 or higher 
represent locations of concern where the potential addition of evacuation traffic could exacerbate delays 
and slow speeds. Additionally, the capacity assessment cross-references capacity-constrained segments 
with designated evacuation routes. 

Throughout the capacity assessment, the project team documented areas where potential  evacuation 
routes might be congested or over capacity during different emergency scenarios, creating a 
comprehensive understanding of capacity to inform the viability assessment. 

Evaluating Safety 

In this study, safety refers to the degree to which potential evacuation routes are at risk from hazards that 
may make them unusable or dangerous during an emergency. The safety assessment focused on 
identifying potential natural hazards that could compromise evacuation routes and locations under the 
five scenarios. 

The evaluation of safety relied on geospatial analysis using Geographic Information Systems (GIS) to 
overlay hazard data with evacuation infrastructure. This approach allowed for the identification of specific 
points along potential evacuation routes that might be subject to structural failure, route inundation, 
falling debris, or limited visibility during emergency events. The GIS analysis provided the following 
information for the study: 

¶ Mileage of potential evacuation routes in hazard zones under each scenario.  
¶ List of critical facilities in hazard zones under each scenario. 
¶ A set of figures overlaying evacuation routes and critical facilities with each hazard scenario.  

The project team evaluated evacuation route inundation risks by overlaying FEMA flood hazard data with 
the county's transportation network to identify road segments susceptible to flooding. The evaluation 
looked closely at low water crossings and areas with a history of flood-related closures. The analysis 
considered the 100-year flood zones to identify evacuation routes that might be compromised during flood 
events. 

To assess landslide risks, the evaluation used the California Geological Survey landslide susceptibility 
data to identify evacuation routes in areas prone to earth movement. Class 7 and above landslide 
susceptibility indicated areas with the highest landslide risk.  

The project team assessed wildfire exposure by examining potential evacuation routes relative to historic 
wildfire perimeters under the three wildfire scenarios. Using previous wildfire scenarios, rather than other 
fire hazard zones, allowed for insight into the movement of a potential fire in the area and how evacuations 
may occur. Future wildfires would likely move in a similar pattern and direction. The project team identified 
road segments passing through these fire perimeters as vulnerable under the wildfire scenarios. The team 
identified limited visibility hazards based on areas prone to wildfire smoke conditions or other 
environmental factors that might reduce driver visibility during evacuations.  
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The safety assessment evaluated whether evacuation shelters and supporting critical facilities were in the 
scenario hazard zones and vulnerable to service disruptions based on location. Throughout the safety 
assessment, the project team documented areas where potential evacuation routes might be 
compromised under different emergency scenarios, creating a comprehensive understanding of safety 
risks that informed the subsequent viability assessment. 
The results of the safety evaluation is a list of routes and 
critical facilities  ĬĲĲůĲĬШљƨŰƚċŉĲњШdue to their location 
within or proximity to the hazard scenario boundary.  

Evaluating Viability 

In this study, viability refers to whether transportation 
infrastructure and services can reasonably enable 
populations to evacuate during an emergency. The viability 
assessment methodology integrated findings from the 
capacity and safety evaluations with considerations of 
population needs and characteristics to determine the 
practical usability of evacuation routes and locations 
under the five evacuation scenarios. 

The viability assessment used the capacity and safety 
findings to determine evacuation route reliability. Routes 
identified as having capacity constraints (V/C ratios above 
1.0) or safety concerns (located within or near hazard 
zones) were flagged as unreliable for evacuation use under 
specific scenarios. For each emergency scenario, the 
assessment examined whether potential evacuation 
routes would remain functional throughout the evacuation process by combining traffic flow limitations 
with hazard exposure. Routes with both capacity and safety vulnerabilities were identified as particularly 
unviable, while routes with adequate capacity and minimal hazard exposure were deemed more viable. 
The viability evaluation was qualitative in nature and does not include metrics such as evacuation times or 
distances.  

The assessment incorporated community feedback gathered through the Lake Area Planning Council's 
Wildfire Preparedness Plan to understand public perceptions of evacuation challenges and needs. This 
qualitative information complemented the analysis and provided insights into evacuation behaviors and 
concerns not captured by technical data alone. 

The assessment also considered the needs of vulnerable populations, including elderly residents, 
individuals with disabilities, Equity Priority Communities, households without vehicles, and others who 
might face challenges during evacuation. The Healthy Places Index and Lake County Climate Change 
Vulnerability Assessment were used to identify areas with higher concentrations of vulnerable populations 
that might require additional evacuation support.  

What are Equity Priority Communities? 
 
Equity Priority Communities are 
geographic areas that identified as 
experiencing disproportionate social, 
economic, and environmental burdens 
that may limit residents' ability to prepare 
for, respond to, and recover from 
emergency events. In the context of 
evacuation planning, Equity Priority 
Communities may face additional 
challenges during emergency events, 
including limited vehicle access, language 
barriers to receiving emergency alerts, 
and reduced capacity to evacuate quickly 
or self-evacuate. Identifying these 
communities helps ensure that 
evacuation planning addresses the 
specific needs and barriers faced by the 
most vulnerable residents. 
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The viability assessment methodology used a holistic approach that considered three key dimensions: 
physical infrastructure capabilities, hazard contexts, and population characteristics. For each evacuation 
scenario, the assessment examined whether potential  evacuation routes and locations could effectively 
serve their intended function given the specific characteristics of the hazard and the affected populations. 
Routes identified as having capacity constraints or safety concerns were identified as unreliable to be used 
under the specific hazard scenario.  

The methodology also assessed the viability of critical facilities , considering their capacity, safety, and 
accessibility under different emergency conditions. This included their capacity to accommodate 
anticipated evacuee populations and their ability to provide necessary services during prolonged 
emergency events. 

The viability assessment produced scenario-specific determinations that classified evacuation 
infrastructure as viable or not viable based on reliability and usability under each scenario. The 
assessment also produced qualitative determinations and recommendations for each scenario, 
describing route-specific limitations and conditions under which routes might become compromised, 
population-specific access challenges for vulnerable groups (older adults, those with disabilities, transit-
dependent residents), and facility-specific capacity assessments determining whether critical facilities 
would remain online under each scenario. The viability assessment provided insight into Lake County's 
evacuation capabilities across the five hazard scenarios, highlighting areas where improvements might be 
needed to enhance evacuation outcomes.
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RESULTS AND KEY FINDINGS 
This section presents the findings from the evacuation 
analysis, examining both evacuation-constrained residential 
areas and the capacity, safety, and viability of potential 
evacuation routes under five emergency scenarios. The 
following sections provide findings from this analysis for each 
city and the unincorporated areas of Lake County. 

Across the five emergency scenarios examined, the study 
uncovers significant challenges in evacuation route capacity, 
safety, and overall viability. This includes substantial 
bottlenecks in the county's transportation network and areas 
with limited alternative roadways, with certain segments of 
routes showing limited ability to support rapid, large-scale 
evacuations.  

Evacuation-Constrained Residential 
Parcels  

The analysis of evacuation-constrained residential parcels 
identifies areas throughout Lake County, including the cities of 
Clearlake and Lakeport, where residents may face significant 
challenges during evacuation events due to limited access. 
These areas include residential parcels more than one mile 
from an intersection with a potential  evacuation route, and 
parcels on roads with only a single point of ingress and egress. 
These constraints are often due to the county's challenging 
topography, with Clear Lake at its center and mountainous 
terrain creating natural limitations for roadway connectivity. 
The mapping of evacuation-constrained areas with hazards 
provides an understanding of where residential areas with 
evacuation constraints intersect with potential hazards. 

Unincorporated Lake County 

As shown on Figure C-8, evacuation-constrained residential parcels are distributed throughout Lake 
County. The Spring Valley area east of Clearlake Oaks shows significant constraints, as do portions of 
Cobb, the Anderson Springs community, areas along the eastern shore of Clear Lake, and the western 
shore of Clear Lake, particularly in the Rivieras areas along Soda Bay Road. Remote communities, such as 
Lake Pillsbury in the northern part of the county and residential developments near Middletown, show 
evacuation constraints due to their distance from major evacuation routes and limited roadway networks. 

Important Evacuation Considerations 
 
This study evaluates the capacity, safety, 
and viability of evacuation routes and 
critical facilities under potential hazard 
scenarios based on past events. However, 
future emergencies will be dynamic and 
may differ from the scenarios evaluated in 
this study. It is important to remain aware 
of your surroundings, monitor official 
alerts, and be prepared to adapt quickly. 
Websites and maps are useful for 
planning ahead, but they may not reflect 
real-time hazards or road closuresу
situational awareness and ability to 
respond to changing conditions are 
critical.  

Community members should prepare for 
emergencies by: 

¶ Registering for LakeCoAlerts 
emergency notifications in advance. 

¶ Looking up your evacuation zone 
information ahead of time. 

¶ Visiting 
https://Ready.LakeCountyCA.gov for 
alert registration, zone lookup, and 
emergency response information. 

During an emergency, follow official 
evacuation orders and warnings, stay alert 
to changing conditions, and be prepared 
to adapt your evacuation route based on 
real-time hazards or road closures. 
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Many of these areas have steep, mountainous terrain with winding roads that follow topographical 
features, creating natural bottlenecks and limited alternate routes. 

City of Clearlake 

Within the city of Clearlake, evacuation-constrained residential parcels are concentrated in 
neighborhoods with dead-end streets, cul-de-sacs, and areas with limited connectivity to the city's main 
transportation network, as shown on Figure C-9. Notable neighborhoods include the northern portions of 
the city, where development patterns have created pockets of residential areas with single points of 
access. Several residential areas near the lake shoreline show significant evacuation constraints, where 
topography and the lake itself limit potential evacuation routes. There are also several small parcels with 
limited ingress and egress scattered along the cŔƣǃќƚШƓĲƖŔůĲƣĲƖЯШƽĲƚƣШŸŉШState Route 53. 

City of Lakeport 

Lakeport's evacuation-constrained residential parcels, as shown on Figure C-10, are mostly in the 
northern and western portions of the city, where hillside development has resulted in neighborhoods with 
limited access options. Single-access roads that wind through the hills serve several residential areas 
west of Main Street but still within city limits, creating potential evacuation challenges during emergency 
events. The southern lakeshore of the city also has evacuation-constrained areas where development 
patterns have limited connectivity to the main transportation network. Most parcels constrained by 
distance are one to two miles away from the nearest intersection with an evacuation route, with only one 
small parcel at the northern edge of the city, just west of Lakeshore Boulevard, two to three miles away. 
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Figure C-8 Evacuation-Constrained Residential Parcels in Lake County 

 



 

 Appendix C: Lake County Evacuation Study | February 2026 C-25 

Figure C-9 Evacuation-Constrained Residential Parcels in Clearlake 
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Figure C-10 Evacuation-Constrained Residential Parcels in Lakeport 
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Overlapping Hazard Zones 

The analysis further examines the relationship between evacuation-constrained residential parcels and 
designated wildfire, flooding, and landslide hazard zones, identifying areas where evacuation challenges 
coincide with elevated hazard exposure. 

Wildfire Hazards 

As shown on Figure C-11, a significant portion of evacuation-constrained residential parcels throughout 
unincorporated Lake County are in CAL FIRE designated Fire Hazard Severity Zones. The Cobb Mountain 
area, Anderson Springs, and communities along the western and eastern shores of Clear Lake show 
overlap between evacuation constraints and Very High Fire Hazard Severity Zones.  

The mountainous areas surrounding the Clear Lake basin, including communities in the Jerusalem Valley, 
Morgan Valley, and Riviera Heights, already face evacuation challenges due to limited road networks and 
difficult terrain, and largely fall within High and Very High Fire Hazard Severity Zones.  

As shown in Figure C-12, evacuation constrained residential parcels surrounding Borax Lake, along 
Arrowhead Road and Rumsey Road in northern Clearlake, and along Harbor Lane and Highlands Harbor 
Drive in southern Clearlake overlap with Very High Fire Hazard Severity Zones. Limited evacuation access 
and elevated wildfire hazards create areas of heightened risk during wildfire events. 

No corresponding Very High Fire Hazard Severity Zones and evacuation-constrained residential areas were 
identified in Lakeport. 

Flood Hazards 

Figure C-13 shows the overlap between evacuation-constrained residential parcels and flood hazard 
zones in unincorporated Lake County. Communities along the shoreline of Clear Lake, including portions 
of Nice, Lucerne, and Clearlake Oaks, show evacuation-constrained parcels within the 100-year and 500-
year floodplains. These areas face compound vulnerabilities during flood events, as rising water levels can 
not only threaten structures but also compromise potential evacuation routes. 

In Lakeport (Figure C-14), evacuation-constrained residential parcels in the eastern part of the city overlap 
with flood hazard zones along the western shore of Clear Lake. This area is particularly vulnerable during 
high water events when lakefront flooding can affect both residences and critical evacuation routes, 
isolating neighborhoods with already limited access options. However, local roads in the Terraces 
neighborhood, such as Giselman and Hartley, may provide alternative evacuation routes for some 
residents if Lakeshore Boulevard becomes impassable due to flooding. 

No evacuation-constrained parcels within the City of Clearlake overlap with designated flood hazard 
zones. 
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Figure C-11 Evacuation-Constrained Residential Parcels in Fire Hazard Zones in Lake County 
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Figure C-12 Evacuation-Constrained Residential Parcels in Fire Hazard Zones in Clearlake 
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Figure C-13 Evacuation-Constrained Residential Parcels in Flood Hazard Zones in Lake County 
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Figure C-14 Evacuation-Constrained Residential Parcels in Flood Hazard Zones in Lakeport 
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Landslide Hazards 

Figure C-15 through Figure C-17 display the overlap of evacuation-constrained residential parcels and 
landslide susceptibility zones. Throughout the unincorporated county (Figure C-15), significant overlap 
exists between areas of high landslide susceptibility and evacuation-constrained parcels, particularly in 
the mountainous regions surrounding Clear Lake. The Cobb Mountain area, portions of the North Lake 
communities, and areas along the western shore of Clear Lake show a large coincidence of limited 
evacuation routes and elevated landslide risk. 

In Lakeport (Figure C-16), evacuation-constrained residential parcels in the northern and western hillside 
areas of the city fall within zones of higher landslide susceptibility, creating scenarios where landslides 
could further compromise already limited evacuation routes. 

In Clearlake (Figure C-17), evacuation-constrained parcels in the northeastern portions of the city show 
overlap with areas of elevated landslide risk. These areas, characterized by more varied topography than 
the central parts of the city, face compound vulnerability from both limited evacuation options and 
landslide hazards. 
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Figure C-15 Evacuation-Constrained Residential Parcels in Landslide Hazard Zones in Lake 
County 
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Figure C-16 Evacuation-Constrained Residential Parcels in Landslide Hazard Zones in Lakeport 

 


























































